## XYLO INDOOR

For a screen from 46 to $65^{\prime \prime}$


DIGITAL SIGNAGE

Number of screen : 1 screen (single-sided) or 2 screens (double-sided)

Screen size : from 46 to $65^{\prime \prime}$
Installation: fixed to the floor
or floor standing
Finish : to be defined

Part numbers:
XYLO INDOOR_4655_R
XYLO INDOOR_4655_RV XYLO INDOOR_65_R


- SPECIFICATIONS

| Screen size | For a screen from 46 to 55" | For two screens from 46 to $55^{\prime \prime}$ | For a screen of $65^{\prime \prime}$ |
| :---: | :---: | :---: | :---: |
| Mode | Single-sided | Double-sided | Single-sided |
| Part numbers | XYLO INDOOR_4655_R | XYLO INDOOR_4655_RV | XYLO INDOOR_65_R |
| Material | Painted steel (RAL to be defined) |  |  |
| Base dimensions ( $w x d x h$ ) | $860 \times 430 \times 8 \mathrm{~mm}$ |  |  |
| Use | Only indoor |  |  |
| Glass | No |  |  |
| Security system | By screws |  |  |
| Installation and maintenance | - To be fixed or floor standing <br> - Rear secured technical access <br> - Cable management can be from the rear or from the below |  |  |
| Stand weight | 70 kg |  |  |
| Delivery | Assembled in a wooden box |  |  |
| Note | Provide us the screen reference at the order |  |  |

## - OPTIONS

| Base on casters | $\mathrm{P} / \mathrm{N}:$ upon request |
| :--- | :--- |
| Laminated safety glass | $\mathrm{P} / \mathrm{N}:$ Laminatedglass |
| Anti-reflective glass | $\mathrm{P} / \mathrm{N}:$ upon request |
| Other screen size | $\mathrm{P} / \mathrm{N}:$ upon request |
| Screen integration | $\mathrm{P} / \mathrm{N}:$ upon request |
| Backlit and/or adhesive logo | $\mathrm{P} / \mathrm{N}:$ upon request |
| Other finish | $\mathrm{P} / \mathrm{N}:$ upon request |

